USER: SIECAW

DATE:

Friday, March 17, 2006

...\standard\2006\|sp181.dgn

DGN:

18" MIN.

LOOSE STRAW WEDGED

BOUND BALES
PLACE ON
CONTOUR

BETWEEN BALES

ANGLE FIRST STAKE TOWARD THE
PREVIOUSLY PLACED BALE

ENTRENCH BALES A MINIMUM
OF 4" INTO GROUND

FLOW
—
UNDISTURBED
GROUND

ANCHORING DETAIL
STRAW BALE DIKE

NOTE:

14" MIN,

2 RE-BARS OR 1"x 2" DRIVEN 12"

TO 18" INTO THE GROUND

STAKES ARE TO BE DRIVEN FLUSH WITH THE TOP
OF THE BALES

7 ONE OR MORE BALES IN CHANNEL
BED TIGHTLY ABUTTING EACH OTHER
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ALTERNATIVE LOCATION
OF FLOW LINE BALE(S)

PLAN VIEW

WIDE AND NARROW CHANNELS PLACE
DOWNSTREAM BALES SUCH THAT POINT
"B” IS APPROXIMATELY LEVEL WITH THE
LOWEST GROUND ELEVATION OF THE
UPSTREAM BALE.

WATER FLOW OVER THE CHECKS AND NOT AROUND THE ENDS
POINT A MUST BE HIGHER THAN POINT B TO ENSURE THAT

COMPACTED SOIL
2% TO PREVENT PIPING

UNDISTURBED
GROUND

VERTICAL FACE

BEDDING DETAIL

OVERLAP SIDE BALES ON FLOW-LINE
BALE(S) TO PREVENT GAPS

NOTE:

REFER TO CHAPTER 8 AND 9 OF THE CITY OF LINCOLN
DRAINAGE CRITERA MANUAL FOR MORE INFORMATION ON
SEDIMENT AND EROSION CONTROL MEASURES

END POINTS "A” MUST BE AT LEAST
6 IN. HIGHER THAN FLOWLINE POINT "B"
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BALES MUST BE TIGHTLY
ABUTTING WITH NO GAPS
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SIDE VIEW

NOTE:

SINCE 1992, THE USEPA HAS NOT
RECOGNIZED BALE BARRIERS AS AN
APPROPRIATE METHOD TO REDUCING
SEDIMENT IN RUNOFF WATERS

STRAW BALES
L.S.P. 18]




